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Abstract: Ceramic materials are increasingly used in micro-electro-mechanical systems (MEMS) as
they offer many advantages such as high-temperature resistance, high wear resistance, low density,
and favourable mechanical and chemical properties at elevated temperature. However, with the
emerging of additive manufacturing, the use of ceramics for functional and structural MEMS raises
new opportunities and challenges. This paper provides an extensive review of the manufacturing
processes used for ceramic-based MEMS, including additive and conventional manufacturing
technologies. The review covers the micro-fabrication techniques of ceramics with the focus on their
operating principles, main features, and processed materials. Challenges that need to be addressed in
applying additive technologies in MEMS include ceramic printing on wafers, post-processing at the
micro-level, resolution, and quality control. The paper also sheds light on the new possibilities of
ceramic additive micro-fabrication and their potential applications, which indicates a promising
future.
Keywords: micro-electro-mechanical system (MEMS); micro-fabrication; ceramics; micro parts;
additive manufacturing

1

Introduction

The increasing demand for micro-fabrication technologies
has prompted the introduction of novel miniaturised
* Corresponding author.
E-mail: enghanisalama@yahoo.com

devices such as sensors, accelerometers, drug delivery
systems, 3D printers, micro-mirrors, wireless electronics,
blood analysers, and micro-heat exchangers. As a
result, the global MEMS market has increased from
$11.7 billion in 2014 to $21.9 billion in 2020 [1].
Historically, Feynman [2] presented MEMS technology
in his presentation titled “There is plenty of room at
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the bottom” in 1959. Following this, Petersen [3]
introduced silicon as a promising material for the
fabrication of micro-components which is the basis of
the current MEMS technology. During the 1990s, MEMS
technologies were developed further as a result of the
introduction of the integrated circuit (IC). Since then,
researchers have been actively interested in developing
MEMS technologies [4]. This is shown in the increased
published journal papers on using microfabrication/
MEMS over the past twenty years (see Fig. 1). The
published journal papers exhibited an increase from
1000 papers a year in 1999 to over 5500 papers a year
in 2007. Since then, the publication output has
stabilised to an average of 5000 papers per year.
Material choice has a significant effect on MEMS
system performance. Mechanical, physical, thermal,
electrical, as well as corrosion resistance are essential
to be defined before choosing the appropriate material.
Silicon and polymer-based materials have been widely
implemented in MEMS because they have favourable
processing and functional properties [5,6]. On the other
hand, ceramic materials offer a suitable solution to
provide a specific functionality or fabrication simplicity.
Ceramics are chemically inert which can be used in
biological devices. The high service temperature and
low density of ceramics allow them to be used in highspeed devices such as micro-engines and micro-turbines.
They are also resistant to corrosion at high temperature,
making them meet the chemical micro-sensing
requirements. The wear resistance makes them ideal
materials in moving systems to overcome the
developed friction of high micro-motorised devices.
Furthermore, although ceramics are sensitive to flaws,
their mechanical properties and reliability are expected
to improve at the micro-nano scale.
Micro-fabrication techniques have been advanced
throughout the past 30 years, but most of the progress
has been focused on developing new MEMS with

Fig. 1 Number of published papers about microfabrication
over the last 20 years.

intricate designs with high precision [7]. Besides, the
performance of MEMS may be degraded by dust
particles, and special manufacturing environments
such as cleanrooms are needed to produce high-quality
MEMS. Therefore, there is a demand to employ simple
manufacturing techniques, which can produce complexshaped three-dimensional geometries with high aspect
ratios. Three-dimensional (3D) micro-components with
complex geometries play an important role in advanced
MEMS such as microfluidic devices, biochips, photonic
crystals, and many others. MEMS industry will be
progressed substantially if complex-shaped 3D
geometries can be fabricated and integrated to highperformance devices and assemblies. Several conventional
manufacturing technologies have been introduced to
produce 3D ceramic micro-components. However, the
majority of the conventional micro-fabrication processes
has the ability to produce 2.5D ceramic micro-parts
and does not have the aptitude to fabricate true 3D
micro-parts. Emerging technologies such as additive
manufacturing have been investigated to improve the
capabilities of MEMS industry to fabricate complexshaped 3D micro-components. There is a lacking in
reviewing the current progress of using advanced
technologies such as additive manufacturing in ceramic
MEMS industry. This paper explores the use of advanced
ceramic micro-fabrication techniques with an emphasis
on additive manufacturing. The paper gives a comprehensive
overview of the micro-fabrication processes used for
ceramic structures showing their working principles,
materials, applications, and limitations.

2

MEMS ceramic materials

Ceramic materials are typically used in the fabrication
processes of MEMS to provide additional property,
performance, functionality, or fabrication simplicity. Hightemperature resistance ceramics are used in applications
such as micro heaters, high-temperature sensors,
micro-engines, micro-fuel cells, piezoelectric energy
harvesters, micro-needles, and micro-electrochemical
sensors [8–16]. Most of the conventional and additive
micro-manufacturing processes of ceramic MEMS are
based on the advancement in colloidal powder processing
science prior to shaping and sintering. Therefore,
understanding the particle-to-particle interaction remains
a critical key to the successful realisation of adequate
ceramic suspension, paste, or slurry used in conventional
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or additive micro-fabrication techniques. Figure 2
shows the different inter-particle attraction action
forces between ceramic particles. Ceramic suspensions
can be controlled depending on the addition of additives
from highly dispersed to weakly flocculated particles
[17,18]. Electrostatic, steric, and electro-steric stabilisation
are the three different mechanisms to disperse ceramic
powders in solutions. Ceramic suspensions become
highly dispersed when the repulsion forces are high. To
prepare highly dispersed suspensions with high solid
loading, electro-steric stabilisation is typically used by
the addition of polyelectrolyte species, which contain
ionisable functional group. Strong adsorption between
polyelectrolyte and the ceramic particles is expected
when they have opposite surface charges. On one hand,
steric stabilisation is typically used in non-aqueous
suspensions at which the adsorbed molecules produce
steric repulsion to prevent ceramic powders from being
agglomerated. High solid loading and low viscosity
with long-term stability are important rheological
properties that should be considered during the
preparation of ceramic suspensions or slurries. In
particular, the effects of suspension additives such as
dispersant concentration, type, and solid loading on the
rheological and dispersion behaviour of the ceramic
slurries play a vital role on the properties of the
fabricated ceramic parts. A chemical reaction is created
between ceramic particles and the dispersant. In
addition, anchor groups are adsorbed on the surface of
ceramic particle surface as well as solvent chains are
developed and formed steric layer [19–21].
On the other hand, it is highly important to minimise
part shrinkage due to drying, de-binding, and sintering

Fig. 2 Schematic diagram of the inter-particle interactions
and forces between ceramic particles.

in order to achieve dense and crack free components.
To minimise shrinkage, highly solid loading and small
particle size with minimal additives are typically used
in the preparation of ceramic suspensions. Furthermore,
using ceramic suspensions with minimum additives
facilitates the de-binding process and minimises the
potential of forming cracks [22].
Co-fired ceramics are ceramic micro-electronic
systems where dielectric materials, conductors, and
ceramic substrates are sintered in a high-temperature
furnace simultaneously. The technology of co-fired
ceramics is widely used for high-temperature MEMS
as well as in MEMS packaging applications. Lowtemperature-co-fired-ceramic (LTCC) are typically
sintered at a temperature below 1000 ℃ through the
addition of glassy-phase materials with low melting
temperature to the ceramic. Several research groups
used LTCC ceramic in the fabrication of micro hot
plates [16,23,24]. An increase in the operating
temperature of MEMS is achievable by using refractory
ceramics. Alumina and zirconia are the two oxide
ceramics used in micro-fabrication of high-temperature
resistance MEMS. Iovdalskiy et al. [25] are one of the
first researchers to invent a technique to produce a
micro-heater using alumina. The main advantage of
using a substrate made of alumina in micro-heaters
compared to silicon-based materials is the excellent
bonding between platinum and alumina at a wide range
of high temperatures without the need of using
adhesives. The platinum-coated alumina substrate
remained stable and intact after heating at 850–
1000 ℃, and it worked at 600 ℃ for several years [25].
On the other hand, zirconia is a polymorphic
ceramic material as it changes its structure at different
temperatures such as tetragonal, monoclinic, and cubic.
The monoclinic structure exists between ambient
temperatures to 1170 ℃. Zirconia changes into tetragonal
structure between 1170 and 2370 ℃ and cubic form
at temperatures between 2370 and 2716 ℃ [26,27].
Several oxide ceramics can be added to zirconia,
aiming to stabilise the microstructure [28]. The addition
of MgO, CaO, and Y2O3 to zirconia forms stabilised
zirconia, which has excellent electromechanical
characteristics. For example, doping zirconia with
yttria (Y2O3) will replace Zr4+ with Y3+, add oxygen
vacancies and also increase the ionic conductivity [29].
As a result, YSZ is a popular electrolyte ceramic,
which is used in solid oxide fuel cell applications. YSZ
has high corrosion resistance and low thermal
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conductivities, which facilitate its use in micro-engine
fabrication [30–32]. Besides, YSZ ceramic was
successfully used to fabricate a micro-scale thruster with
good shape retention and sintered shrinkage of up to
15% [33].
Silicon carbide (SiC) has become a key material for
harsh environment MEMS applications. Currently, SiC
wafers have been made available for MEMS
fabrication. SiC ceramic has low density and high
elastic modulus. This made it a popular material in
high frequency MEMS resonators which are
particularly important in oscillators, high sensitivity
sensors, and communication transceivers [34]. Borosilicate
glass is a popular material in MEMS and has been
widely used in glass wafers. This is attributed to the
low coefficient of thermal expansion of borosilicate
glass. The low cost and the use of simple and
inexpensive fabrication processes is another reason for
using this material as a substrate for gas micro-sensors
[35].
Polymer-derived ceramics are relatively new inorganic
polymers that can be transformed into ceramic
materials through thermal decomposition (pyrolysis) or
oxidation process at high temperature. The unique
properties of polymer-derived ceramics allow an easy
shaping process by casting the material in micromoulds. This is followed by solidification and
crosslinking to form a solid polymer. Afterwards, the
solid polymer is heated at 1000 ℃ to be transformed
into a solid ceramic material which is capable of
withstanding temperatures above 1500 ℃. Polymerderived ceramics were also used as a binder in an
alumina matrix to produce ceramic nanocomposite
micro-components [36]. The electrical characteristics

of polymer-derived ceramics can be controlled to be
used in electrical micro-actuators and efficient
micro-heaters. The outstanding thermal and chemical
resistance along with the adequate mechanical
properties in the harsh environment of polymer-derived
ceramics makes it impossible to fabricate MEMS
devices such as photonic crystals, micro grippers, and
microfluidic components [37]. Micro-fabrication
technologies have the ability to produce a minimum
feature size of one micron from polymer-derived
ceramics [37]. Recently, sub-micrometer dense and
crack-free ceramic parts were fabricated using additive
manufacturing of polymer-derived ceramics [21,38].
The flexibility of polymer-derived ceramics allowed
the fabrication of centimetre scale parts with micro
features by combining digital light processing with
two-photon lithography techniques [39].
Piezoelectric MEMS uses piezoelectricity to produce
motion and carry out a specific task. It develops a
potential difference between two of its faces when its
thickness changes (sensor) and physically changes its
shape when electricity is applied (actuator). Lead
zirconate titanate (PZT) is one of the most used
piezoelectric materials. It can be used as both sensors
and actuators in applications such as micro- pumps,
energy harvesters, inkjet printer heads, and RF MEMS
[40]. A summary of ceramic materials used in MEMS
is shown in Table 1.

3

Micro-fabrication technologies

Micro-fabrication technologies of ceramic materials
can be grouped into three categories, as shown in Fig. 3:

Table 1 Comparison of ceramic MEMS materials
Material

Processing

Applications

References

LTCC

Lithography, electro-phoretic deposition, aerosol jet
printing, laser micro machining

Substrates, micro-electronics, micro-fluidics, sensors,
packaging

[41–47]

Alumina

Soft lithography, etching, micro-injection, electrophoretic deposition, extrusion, µEDM

Nano/microelectronics, magnetic storages, photonics,
micro-engines

[48–55]

Zirconia

Soft lithography, etching, micro-injection, electrophoretic deposition, extrusion

Photo electronics, micro-engines, sensors, nanoarrays, micro-tubes

[56–60]

Silicon carbide

Soft lithography, etching, micro-injection, extrusion,
µEDM

Photonics, diodes, thin-film transistors, sensors,
combustion, micro-actuators

[61]

Lithography, micro machining, hot embossing, µEDM

Substrates, sensors, grippers, micro-fluidics, micromirrors, packaging

[62–67]

Lithography (soft, nanoimprinting, nano stereo)

Actuators, photonics, electrical heating, micro-fluidics

[68]

Lithography, etching, micro-injection, electro-phoretic
deposition, extrusion

Sensors, actuators (micro-pumps, energy harvesters),
RF MEMS

[69–73]

Borosilicate glass
Polymer-derived
ceramics
Lead zirconate
titanate
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Fig. 3 Micro-fabrication technologies of ceramic materials.

(1) additive manufacturing (AM), (2) patterning, and
(3) subtractive techniques. AM techniques include
fused deposition modelling (FDM), stereolithography
(SLA), laser micro sintering (LMS), sheet lamination
(SL), and materials jetting (MJ). Conventional microfabrication techniques are based on silicon microlithographic processes such as patterning and subtracting
[74]. Patterning techniques include micro-injection
moulding (μIM), electro-phoretic deposition (EPD),
extrusion, and soft-lithography (SL). Furthermore,
subtractive techniques include etching, laser micromachining (LMM), micro-electrical discharge machining
(µEDM), and micro-machining.
3. 1

Additive techniques

Additive manufacturing (AM) is an emerging group of
manufacturing technologies that have been developing
over the past three decades. Stereolithography apparatus
(SLA) is the first AM technology which was invented
by Charles Hull in 1986 to create 3D objects using
ultraviolet light (UV) to cure polymer layers
incrementally. Since then, several AM techniques have
been developed, and a wide range of applications have
been enumerated [75–80]. The following sections discuss
each of AM techniques used in MEMS fabrication.
3.1.1 Vat polymerisation
Vat polymerisation (VP) is a technique that uses UV to
repeatedly cure layers of photosensitive polymer until
the build is completed, as shown in Fig. 4. The
completed object is then detached from the building

Fig. 4

A schematic diagram of VP process.

platform, and post-processing may be carried out, such
as cleaning or heating, to obtain improved structural
integrity and mechanical properties. Printed parts
developed using this technique typically have high
resolution and accuracy. However, the building rate of
this technique is relatively slow and restricted to
photosensitive resins. VP of ceramic micro-fabrication
is developed by using either direct or indirect
approaches. In direct manufacturing, ceramic particles
are dispersed in a photosensitive resin to achieve the
required properties such as solid loading and viscosity.
Throughout the printing process, the ceramic mixture
is deposited until the green parts are completed and
then used in a VP 3D printer to achieve the green
micro parts. This is followed by a de-binding process
to remove polymer additives. Finally, the free parts of
the polymer are sintered using a sintering furnace.
On the other hand, indirect manufacturing includes
the use of micro moulds (permanent or lost) that are
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fabricated using the VP of a polymer. The ceramic
suspension is usually prepared by mixing up the
ceramic powder with dispersant, water, and a binding
agent. Next, the prepared ceramic slurry is poured into
a 3D printed mould and left to cure and dry. Afterwards,
cured parts are demoulded from the printed mould. Similar
to the direct method, the cured parts are de-bounded
and sintered in a kiln to obtain the final micro parts
[81]. Stereolithography (SLA), continuous liquid interface
production (CLIP), two-photon polymerisation, and
digital light processing (DLP) are techniques that
have been developed within the VP family. In micro
stereolithography, UV beam is focused on a focal point
of a vat filled with photosensitive resin, which initiates
the photopolymerisation. The laser is controlled using
a computer numeric control (CNC) whereas a shutter is
used on and off to ensure that the photopolymerisation
is achieved. Complex-shaped ceramic parts with high
accuracy were successfully fabricated using SLA of
different ceramic materials [82]. De Hazan and Penner
[83] used SLA process to fabricate complex-shaped
parts using allylhydridopolycarbosilane (AHPCS) and
multifunctional acrylates. He et al. [84] fabricated 3D
printed ceramic structures using SLA combined with
precursor infiltration and pyrolysis. Firstly, micronsized SiC powder-based slurry was prepared and used
in SLA process. The resin material was de-binded, and
porous SiC parts were achieved. An infiltration with
polymer derived ceramics followed by pyrolysis was
used to improve the density. Two- photon polymerisation
scanning micro stereolithography is to fabricate higher
resolution features down to the nano-size. In this
process, a resin molecule absorbs two photons from top
and bottom, creating simultaneously higher energy,
which can be realised by using a femtosecond laser.
Digital light processing (DLP) uses dynamic photomask.
The process uses UV illumination to cure an entire
layer which can control the intensity of every pixel,
and hence the resolution of the 3D printed features.
Wang et al. [85] introduced a rapid thiol-ene chemical
reaction based polymer derived ceramics for the use in
both SLA and DLP processes. Through photo crosslinking, polymer derived ceramics transform into cured
micro-parts. This is followed by a pyrolysis process to
transform the printed parts into amorphous ceramics
with nearly fully dense, porous, and defect-free and
high-quality surface finish.
Liu et al. [86] developed a micro-stereolithography

approach to fabricate alumina and zirconia microcomponents with high density and controlled grain size.
The authors mixed the ceramic powder with
photosensitive polymers using powder milling and
ultra-sonication to prepare homogenised powder mix
suitable for a stereolithography 3D printer. Figure 5
shows several manufactured microcomponents, including
periodic arrays, micro gears, microcellular, and
microturbines, with no visible defects. Similar research
has been carried out to prepare alumina [87,88],
barium titanate [89], polymer derived ceramics, and
alkaline niobate-based lead-free piezoceramics using
micro-stereolithography ceramic suspension [90].
On the other hand, polymer derived ceramics were
employed for a stereolithography process. Complexshaped micro-cellular structures were fabricated using
polymer derived ceramics mixed with a photoinitiator.
Then, the printed polymer structures were pyrolysed to
develop a high-temperature resistance silicon oxycarbide
ceramics with uniform shrinkage and no visible porosity
(see Fig. 6). The mechanical strength of developed AM
honeycomb cellular structure outperformed the
conventionally made ceramic foam.

Fig. 5 Alumina and zirconia ceramic micro-components
fabricated using stereo-lithography: (B–E) cellular
structures with different pore size and helical structure, (F,
G) different size micro-gears, (H) turbine micro-rotor, (I)
columnar array with pillar diameter of 100–200 μm.
Reproduced with permission from Ref. [86], © The
American Ceramic Society 2018.
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Fig. 6 (A) Mixing of UV-curable preceramic monomers with a photoinitiator. (B) 3D printing process of the mixed polymer.
(C) Printed micro-lattice. (D) Pyrolysis into ceramic material. (E–H) Several cellular examples. Reproduced with permission
from Ref. [91], © American Association for the Advancement of Science 2016.

Digital light processing (DLP) was also implemented
to fabricate ceramic micro-parts. Most of the research
on using DLP for ceramic micro-fabrication is based
on the use of polymer-derived ceramics as a monolithic
polymer or mixed with ceramic fillers. The photosensitive
resin was prepared using polymer-derived ceramics
and a photoinitiator. Silicon nitride, SiOC, and mullite
green ceramic micro-lattice structures were first
printed using a DLP 3D printer. Afterwards, the green
parts are placed in 1400 ℃ furnace with nitrogen in a

pyrolysis process. Figures 7 and 8 show SEM
micrographs of micro-lattices with the complex structure
before and after sintering. The printed cells had no
rounded edges. In addition, the stair-stepping can be
seen in the developed structure. Furthermore, no
delamination or cracking can be noticed in the printed
layers [92–95]. Initial trials on using MicroCLIP process
were carried out to fabricate hydroxyapatite (HA)
based scaffold with micro-cellular feature, though no
de-binding or sintering processes were carried out [96].

Fig. 7 SEM micro-graphs of (A, B) dried and (C, D)
pyrolysed samples. Reproduced with permission from Ref.
[93], © Elsevier Ltd. 2017.

Fig. 8 SEM images of micro-cellular structure 3D
printed using polysiloxane/alumina composite: (A, B) as
printed, (C, D) after sintering. Reproduced with permission
from Ref. [94], © Elsevier Ltd. 2018.
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3.1.2 Material extrusion
Material extrusion (ME) is a simple, available, and
affordable additive manufacturing technique [78,97,98].
In ME, a paste or thermoplastic filament is extruded
through a small nozzle following a controlled track of
a slice of a digital model. Figure 9 shows a schematic
diagram of material extrusion. Thermoplastic materials
are typically used in FDM ME technology such as
poly-lactic acid (PLA), high-impact polystyrene (HIPS),
and polyurethane (TPU). In addition, pastes and gels
are printed using a pneumatic pressure (PE) or a
syringe (SE). The fabrication process of PE/SE starts
with extruding the material through a small nozzle
using the PE or SE. The quality of ME printed objects
is affected by several parameters including material,
printing speed, layer thickness, geometry, nozzle
diameter, nozzle, and building platform temperatures.
SE of HA/TCP ceramic suspension to manufacture
scaffolds with micro-pores and controlled morphologies
were introduced [99]. The developed pore size of the
sintered scaffolds was found to be about 200 μm.
Robocasting (RC) or direct ink writing is a syringe
extrusion method that is based on the extrusion of
ceramic suspension. The technique starts with the
deposition of highly concentrated colloidal ceramic
suspension with a concentration in a range of 35–
50 vol%. An optimised ceramic ink with appropriate
rheological and viscoelastic properties must go through
a fine nozzle and should have the ability to support its
weight during printing. The printed parts typically have
excellent shape retention and adequate mechanical
properties. Robocasting was invented by Sandia National
Laboratories as free-forming objects and has been

Fig. 9

Schematic illustration of FDM technique.

developed further to fabricate ceramic MEMS.
Robocasting is considered as one of the most available
and reliable techniques to fabricate very fine, near-net
shape, and dense ceramic structures with complex
geometries. Cai et al. [100] prepared a concentrated
SiC ceramic ink with a concentration of 44 vol% and
Al2O3 and Y2O3 as sintering additives for the deposition
of complex-shaped structures. Colloidal powder
processing route was successfully implemented by
controlling the addition of different dispersants for
controlled dispersion and flocculation. Various inks
were prepared with different strength, and the strong
ink was found optimum for robocasting. Lattice
structures with a strut thickness of 200 µm were
deposited, dried, and sintered using spark plasma
sintering at 1700 ℃. The sintered lattice structures
were transformed from β-SiC to α-SiC and reached a
density of 97%. The fabrication of biomedical
scaffolds with micron-size channels and struts were
successfully developed using robocasting. Touri et al.
[101] developed biomedical scaffolds using hydroxyapatite
(HA) and beta-tricalcium phosphate (β-TCP) powder
mixture. The robocasting process was used to fabricate
porous 3D lattice structures. In addition, calcium
peroxide, which is an antimicrobial material, was
mixed with a polycaprolactone (PCL) solution to
prepare an antimicrobial coating. The printed and
coated scaffold demonstrated an adequate porosity
level with a minimum feature size of 400 µm, an
antibacterial coating, and improved alkaline phosphatase
activity, which makes robocasting a promising tool to
manufacture bone scaffolds. Figure 10 shows the
optical and SEM micrographs of the sintered robocast
scaffolds. The porosity was found 70% with an average
open pore size of 300–500 µm, which are typical
values for bone formation both in vivo and in vitro.
Research on the manufacturing of ceramic micro
parts using FDM technologies is lacking. This is
attributed to the poor resolution, poor surface roughness,
and interlayer defects of the process compared to
techniques such as stereolithography. On the other
hand, as FDM is based on extruding thermoplastic
filament to achieve printed parts according to digital
design. Therefore, it was expected that the technique
would be able to process filament made of polymerderived ceramics. However, no published research has
been yet introduced in this direction. This is maybe
because solid form filaments made of polymer-derived
ceramics are rigid and cannot be made into as spool [102].
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Fig. 10 Sintered printed HA/β-TCP scaffold: (a, c) SEM micro-graphs of the top view and (b) cross section optical image of
the ceramic scaffold. Reproduced with permission from Ref. [101], © Elsevier Ltd and Techna Group S.r.l. 2018.

3.1.3 Powder bed fusion
In powder bed fusion (PBF), heat energy is applied
through a source such as an electron or laser beam to
sinter or melt a layer of the powder according to a
specific digital model layer by layer. The laser or
electron bean selectively scans and fuses a layer of
powder. The building platform incrementally drops
down, and another layer is spread on the top surface of
the preceding one. The steps are repeated until the part
is built. This approach becomes a popular technique in
aerospace, healthcare, defence, and automotive industries.
Selective laser melting (SLM) and electron beam
melting (EBM) have the ability to melt metal alloy in
full density and adequate mechanical properties [103].
Meanwhile, selective-heat-sintering (SHS) and selective
laser sintering (SLS) can only increase the temperature
of the processed powder below the melting point
[104–108] (see Fig. 11).

Fig. 11 Schematic diagram showing the powder bed
fusion approach.

Experimental work on the use of SLS of ceramics
micro-components was focused on printing, de-binding,
sintering, and infiltrating them to enhance their density.
Typical SLS/SLM machines are able to create microfeatures of about 100 µm. The process was modified
by Laser Institut Mittelsachsen to achieve micro parts
with an aspect ratio greater than 10 and improve the
resolution of the part to about 50 µm and a roughness
(Ra) of 1.5 µm by using (Nd:YAG) laser. Additionally,
the use of CO2-laser was found to be inappropriate in
laser processing of ceramics due to laser diffraction for
wavelengths near IR and VIS [109]. The developed
system uses a raking process to create a thinner powder
layer with a submicron particle size to fabricate
ceramic micro-components with excellent resolution.
However, the archived density is less than those in
bulk materials. Petsch et al. [110] studied the use of
micro SLS technique to manufacture microcomponents
made from metal and ceramic powders for miniaturised
tools and products. The process has successfully
fabricated micro-parts for tools from ceramic powders
such as aluminium nitride. Other ceramic materials,
including alumina, SiOx, and SiC or SiSiC have been
developed using laser micro sintering [111,112]. Laser
micro sintering approaches of ceramic micro parts has
become less favourable and the publications found in
this area are quite few. On the other hand, bulk powder
bed fusion systems have been increasingly implemented
to produce ceramic micro components but with lower
resolution than LMS. Essa et al. [113] introduced a
novel approach to developing an alumina micro-cellular
structure for monolithic catalyst bed applications. The
authors used a typical SLM machine to produce
aluminium precursor micro-cellular structure with strut
size of 150 μm followed by a heat treatment to achieve
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alumina structures. The developed catalyst bed was
found to outperform the conventional ceria pelletbased catalyst bed, as shown in Fig. 12.
3.1.4 Sheet lamination
Sheet lamination (SL) glues layers of sheets and cuts
them using a cutter or a laser beam. Ultra-sonication
may be applied locally to enhance the bonding quality
of the stacked sheets. Post-processing steps such as
machining and surface finishing may be used after the
completion of the build. The bonded layers are stacked
layer-wise to build the physical part (see Fig. 13). SL
can process plastic, ceramic, paper, or metal laminates.
This technique is partly subtractive as it cuts the
contour of the sheet laminate. Additionally, SL is one
of the rapid AM approaches to print complex geometries.
Nevertheless, it is challenging to control interlayer
defects. SL is not a typical approach to fabricate ceramic
micro components. However, a study introduced by
Windsheimer et al. [114] studied the SL technique to
manufacture ceramic Si–SiC micro parts using SiCloaded preceramic polymer sheets. The prepared sheets
were covered with an adhesive to glue them together
before SL process. Following printing, a pyrolysis
process was carried out by placing the green parts in a
furnace under N2 environment at 800 ℃ followed by
infiltration with Si at 1500 ℃ under vacuum conditions.
This leads to micro-ceramic components with a laminar
microstructure of Si–SiC as shown in Fig. 14. The
properties of the developed objects were found
dependent on the direction of the layers with respect to
loading.
3.1.5 Material jetting
Material jetting (MJ) jets droplets of a material using a
print head to make a 3D object or a thin film then dried
or get cured under UV exposure, as shown in Fig. 15.
MJ was first invented by Objet Ltd. and then merged
with Stratasys to combine the photopolymers and
Inkjet technologies. MJ technology can print objects in

Fig. 12 Catalyst bed cellular structure: (a) optical image,
(b) magnified SEM image. Reproduced with permission
from Ref. [113], © Elsevier B.V. 2017.

Fig. 13

Sheet lamination process.

full colours and high-quality finishing. MJ is capable
of processing polymers and waxes through the
deposition of droplets through a nozzle. The use of
wax as support material provides an excellent surface
finish to the printed objects. MJ processes various
polymers such as polymethyl methacrylate (PMMA),
high-density polyethene (HDPE), polycarbonate (PC),
polystyrene (PS), and polypropylene (PP). In addition,
polymer materials loaded with ceramic particles were
also processed using MJ [115]. In drop on demand
(DOD) the material is deposited only when required
using a discrete pressure. Additionally, continuous
inkjet deposits the material through a nozzle using a
continuous pressure [116]. To prepare a ceramic slurry,

Fig. 14 SL fabrication process of Si–SiC micro gears. Reproduced with permission from Ref. [114], © WILEY-VCH Verlag
GmbH & Co. KGaA 2007.
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developed by Zhao et al. [118]. The authors developed
sintered ceramic micro maze with a wall thickness of
about 170 μm as depicted in Fig. 16.
Table 2 shows a summary of the current AM
capabilities to fabricate ceramic MEMS and lists their
best resolution, processed materials, and examples of
applications.

Fig. 15 Schematic diagram of the material jetting process.

ceramic powders, binders, and dispersants are mixed
and placed in the 3D printer head. Rheological
characteristics of ceramic suspension play an important
role to obtain homogenous and dense green parts.
Ainsley et al. investigated the use of inkjet 3D printing
of ceramic suspensions to print 3D structures by
controlling ceramic droplet deposition. Alumina was
suspended in an alkaline suspension [117]. Freestanding parts such as rotating wheels and structures
with a thickness of 100 μm were demonstrated.
Similarly, zirconia ceramic micro walls were also
Table 2

Fig. 16 SEM image of the sintered maze built by ink-jet
printing. Reproduced with permission from Ref. [118], ©
The American Ceramic Society 2002.

Summary of AM techniques used for MEMS fabrication

Technique

Physical form

Shaping

Resolution

Materials

Examples

References

Micro stereo
lithography

Powder-resin
mixture

UV curing, de-binding,
sintering

150 nm

Alumina, barium titanate,
alkaline niobate, polymer
derived ceramics, zirconia

Micro lattices, micro
rotors, micro gears,
micro turbines, Arrays

[81,86–91]

Digital light
processing (DLP)

Powder-resin
mixture

UV curing, de-binding,
sintering

100 µm

Polymer derived ceramics,
alumina, silicon nitride, SiOC,
and mullite

Micro-lattices,
micro-mirrors

[92–95]

Continuous liquid
interface
production (CLIP)

Powder-resin
mixture

UV curing, de-binding,
sintering

64 µm

Polymer derived ceramics

Micro-lattices,
micro-rods

[96]

Robocasting

Suspension

Deposition, drying,
de-binding, sintering

76 µm

SiO2, Al2O3, mullite, HA, TCP,
bioglass, Y2O3/ZrO2, SiC, Si3N4,
B4C, ZnO, BaTiO3

Micro-lattices,
scaffolds,
micro-channels

[22]

200 µm

Tricalcium
phosphate/hydroxyapatite

Scaffolds with micro
sizes pores

[99]

Filament followed
Fused deposition
Extrusion, de-binding,
by de-binding and
modelling (FDM)
sintering
sintering

Catalyst bed with
Alumina, SiOx, and SiC or SiSiC, micro lattices, micro
aluminium nitride
springs, free-standing
walls, microturbines

Laser micro
sintering (LMS)

Powder

Laser beam
consolidation

50 µm

Sheet lamination
(SL)

Tape shaped,
followed by
de-binding and
sintering

Cut, glue, de-binding,
sintering

—

Si–SiC

Micro gears

[114]

100 µm

Alumina, zirconia

Micro maze

[118]

Ink-jet printing

Ceramic powder
shaped, followed Binder jetting, drying,
by de-binding and de-binding, sintering
sintering
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3. 2

Patterning

3.2.1 Micro-injection moulding
Micro-injection moulding (μIM) of ceramics works in
a very similar way to the conventional bulk plastic
injection moulding. It is used to manufacture different
sizes, shapes, and materials. The process starts with
preparing the feedstock by mixing low melting
temperature polymer or wax with metal or ceramic
powder to be injected into the cavity of a die with
micro-cavity, as shown in Fig. 17. The die is left to
cool down to allow the shaped micro parts to be ejected.
The ejection step can be problematic, especially for
parts with high aspect ratio and small feature size. This
technique can work at a temperature and a pressure of
60–100 ℃ and 2 bar, respectively, which suits the use
of soft and photo-resist moulds. The green objects are
then de-bound and sintered. The slow thermal
de-binding process is typically carried out at a heating
rate as small as 0.1 ℃/min [119–122].
Over the past three decades, much research has been
carried out on ceramic micro-injection moulding. This

Fig. 17

includes material variation, mould design and manufacturing
and process controlling. In this technique, the feedstock is
made by mixing ceramic powder and thermoplastic
polymer or a binder to be injected under high pressure
and temperature to fill the micro-cavities of the die. It
is crucial to select the appropriate powder morphology
and size together with an appropriate binder to meet
the requirement of feedstock properties. The irregularity
of ceramic powder generates high green strength samples
due to the particles’ plastic deformation [123,124]. On
the other hand, the spherical powder is typically used
in the preparation of the feedstock. Binder removal can
be achieved by either thermal de-binding or solvent
leaching. Micro-injection moulding has the advantages of
creating complex shapes in mass production. Typical
defects of injection moulding include the inhomogeneous
density, flow lines, warping, air pockets, sink marks, weld
lines, delamination, and flash [125,126]. Ceramic materials
used in micro-injection moulding include zirconia, alumina,
silicon nitride, and silicon carbide [52,127]. Figure 18
shows the micrographs of zirconia microcomponents
fabricated by using microinjection moulding.

Schematic diagram of the micro-injection moulding process.

Fig. 18 (a) SEM micrographs of a micromould insert. (b) Replicated zirconia micro components. Reproduced with permission
from Ref. [128], © Elsevier Ltd. 2012.
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3.2.2 Electro-phoretic deposition
In electro-phoretic deposition (EPD), an electric current
is applied to a highly dispersed so that the suspended
particles charge, flow and deposit on the surface of an
electrode, as shown in Fig. 19. In EPD, colloidal
particles such as polymers, ceramics, and metals carry
a surface charge and thus can be attracted to the
opposite change electrode [129–133]. Green parts can
be demoulded and sintered once the particles fill the
mould cavity. As a result, electro-phoretic deposition
allows the deposition of ceramic films on patterned
and non-flat moulds [12]. Mould surface must be
conductive or coated with a conductive later before
they are used in this process. A drawback of electrophoretic deposition is the achieved low density of the
developed parts (see Fig. 20). Zaman et al. [134]
deposited alumina–CNT thin films onto micro pattern
moulds prepared using 3D printing. Firstly, micro
gears were designed using CAD and created using a
3D printer. The moulds were glued on top of a
conductive metal substrate. The EPD suspension was
prepared by using aluminium acetate powders and
CNT aiming to produce CNT-reinforced alumina nanopowders. Afterwards, EPD was used to achieve near
net green micro-gears and was followed by sintering.

Fig. 19 Schematic diagram of electro-phoretic deposition
and electroforming principal.

3.2.3 Extrusion
Extrusion is an approach to produce micro parts of
uniform geometries such as rectangular, honeycombs,
and cylinders. The technique could be used to shape
several materials. Extrusion is similar to injection
moulding; the molten thermoplastic mixture is extruded
through a nozzle with a uniform cross-section, as
shown in Fig. 21. The difference between the two
techniques is in the form of the dies [135]. There are
several types of extrusion methods such as screw
extrusion, ram extrusion, co-extrusion, hollow fibre
extrusion, and single-layer extrusion; however,
co-extrusion is the most widely used technique used
for micro-fabrication. Both extrusion and injection
moulding dies are relatively expensive and have a
short lifetime due to the high friction between ceramic
paste and the die. The choice of the die shape plays a
key role in the wear rate. Simple geometries and
thicker components require low pressure which reduces
the abrasion. Therefore, extruding a solid rod is more
efficient than extruding a hollow one. Size reduction is
achieved when patterning micro parts using the
extrusion process. After extruding the green parts, a

Fig. 20 (a) Micro mould, (b, d) micro-gears before
sintering, (c) EPD 1 wt% CNT-reinforced alumina.
Reproduced with permission from Ref. [134], © Elsevier
Ltd. 2010.

Fig. 21

Schematic diagram of the extrusion process.

typical de-binding and sintering process takes place
[136]. The viscosity of the prepared paste and the applied
pressure have a great effect on the characteristics of the
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green parts and hence the quality of the components.
However, de-binding and sintering are two critical
processes that require much attention. Thermal binder
removal is an important stage as the entrapped gas
pressure can increase due to the uncontrolled binder
decomposition and possibly produce cracks and
defects [137]. These considerations also apply to the
micro-injection process as well. The process shows
success in producing bifunctionally graded materials.
Sharmin and Schoegl [138] investigated the use of
co-extrusion to develop multi-layered, functionally
graded, and/or textured mesoscale combustors. To
prepare the feedstock, alumina powder, polyethylene
glycol (PEG), and polyethylene butyl-acrylate (PEBA)
were mixed in a rheometer. Next, the feedstock was
extruded through 5.84 mm die. The authors used
solvent and thermal debinding to remove the binders’
contents before sintering at 1600 ℃. Other applications
include microtubes for solid fuel cells [139], piezoelectric
actuators [140], and combustors [138]. Microrods were
also prepared by co-extrusion of zirconia–alumina bi-layer.
Microrods with various thicknesses were fabricated
using co-extrusion. Figure 22 shows SEM images of
sections of the fabricated bi-layers with various thicknesses
[135]. A feature size of 10 μm was successfully achieved
using co-extrusion [141].
3.2.4 Soft-lithography
Soft-lithography (SL) is a non-photo-lithographic
process which is based on replica moulding. The
technique is well established to fabricate ceramic,
metal, and polymer replicas [142]. In the soft lithography,
a soft mould is implemented with patterned relief
micro features to generate micro and nano components.
Materials used to prepare soft moulds to include polydimethylsiloxane (PDMS) elastomers, polyurethanes,
polyimides, and Novolac resins. The technique is
popular because it is relatively cheap and produces

Fig. 22 SEM images of cross-sections of zirconia
toughened alumina micro rods prepared using initial
alumina thickness of (a) 0.5 mm, (b) 1.0 mm, (c) 1.5 mm.
Reproduced with permission from Ref. [135], © Elsevier
Ltd. 2015.

parts with high accuracy. There are five types of soft
lithography, and they are micro-moulding in capillaries,
micro-transfer moulding, micro-contact printing,
replica moulding, and solvent assisted micro-moulding
[143–146]. Typical stages of SL technique are: creating
the soft mould, preparing the metal and ceramic
slurries (a mixture of binder and powder), filling up the
soft mould with the prepared slurry, drying/curing and
demoulding, de-binding and sintering to achieve the
consolidated micro parts. Soft moulds are typically
produced using photo-resist master mould representing
the negative replica of the soft mould [147–157].
Hassanin and Jiang [158] developed a process to
replicate soft mould micro/nano-patterns using another
soft mould rather than using the typical photoresistbased solid mould with the aid of surfactants or a gold
layer as release agents. Micro-contact printing (µCP) is
one of the soft lithography techniques that uses an
elastomer mould as a stamp to form micro-patterns of
ink or a suspension onto a surface of a substrate via
conformal contact, as shown in Fig. 23(a). The process
is similar to the typical stamping to transfer ink from a
pad to a paper. It is a flexible process since it is
possible to use the planar or rolling stamp on a planar
surface. It is simple, inexpensive, and very efficient
[159–161]. Micro-transfer moulding (µTM) on the
other hand uses a soft patterned mould in which a drop
of a liquid pre-polymer such as a ceramic slurry is used
to fill up the cavities of the soft mould. The excess
suspension can be cleared using a flat razor blade.
Next, the micro-mould is left to cure or dry. Afterwards,
the parts are gently peeled away to achieve the
micro-parts on the top of the substrate, as demonstrated
in Fig. 23(b). In this process, complex-shaped and
free-standing micro-components can be processed.
One of the most significant advantages of µTM is its
potential to fabricate micro patterns on non-planar
surfaces [162–164]. In micro-moulding in capillaries
(MIMIC), soft mould is placed face down on a substrate
aiming to achieve a conformal contact. Next, a lowviscosity suspension is dropped at the side opening of
the microcavities, which allows it to fill the
microcavities by using capillary action. The mould is
left to dry and peeled off to achieve a micro pattern on
top of the substrate (see Fig. 23(c)). The process also
can form micropatterns for flat and non-planner surfaces.
Additionally, MIMIC can be implemented to pattern
other materials, including ceramic precursor polymers,
UV-sensitive polymers, solutions, and sol-gels [165–167].
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Fig. 23 Soft-lithography techniques. (a) Micro-contact moulding. (b) Micro-transfer moulding. (c) Micro-moulding in
capillaries. (d) Replica moulding. (e) Solvent assisted micro-moulding.

Replica moulding is another soft lithography process
that is used to replicate patterns from an elastomeric
mould into another surface by liquid solidifying, as
shown in Fig. 23(d). Several ceramic suspensions can
be used and cured using replica moulding. The process
has the ability to pattern structures in nanometers [168].
Solvent assisted micro-moulding (SAMIM) is another
soft lithography process that is used to fabricate
micro-components with the assistance of a solvent. In
this process, the prepared suspension is applied on a
plate while the mould is wetted using a solvent.
Afterwards, the soft mould is placed on a layer of
suspension. The solvent wets the cavities and helps to
fill up the micro-cavities with the polymer. Next, the
solvent is evaporated, and the suspension is cured or

dried to obtain the micro-patterns (see Fig. 23(e))
[169,170].
In 1999, Schönholzer et al. [171,172] introduced a
manufacturing process to develop alumina micropatterns using soft-lithography. Figure 24 shows the
patterned micro-holes using soft lithography. Alumina
samples fabricated in this research reached a full
density and a shrinkage of 15% (hole resolution: 3 μm).
Hassanin and Jiang [173] studied the effect of the size
of the ceramic powder on the rheological characteristics,
and the quality of developed microcomponents using
three powder sizes. The study evaluated the stability of
the prepared suspensions when changing the dispersant
amount. The properties of the dried and fired samples
in terms of shrinkage, shape retention, and hardness
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values were also investigated. It was found that the
axial shrinkage of the microparts increased by using a
smaller particle size. In addition, the part shape
retention, resolution, and roughness were dependent on
the size of the powder. As the particle size decreased,
the micro-part resolution and the surface roughness
improved (see Fig. 24). The authors carried out several
research projects on soft lithography to produce
free-standing alumina micro components [173–177].
Table 3 shows a summary of the patterning techniques.
3. 3

Subtractive processes

3.3.1 Etching
The etching process is categorised into two groups:

wet & dry etching. In wet etching, silicon oxide is
etched by immersing oxidised silicon wafer into an
etchant which dissolves micro features (see Fig. 25).
On the other hand, the dry etching process is a physical
process in which micro features are achieved by
milling using a focus ion beam or using reactive ion
etching [181,182]. Using this technique, identical
features at one wafer and free-standing micro
components with high accuracy can be fabricated [70].
As shown in Fig. 27, a typical etching process of
ceramic may involve several steps and techniques such
as photo-lithography, self-assembly, or micromachining.
For example, Liu et al. [183] studied the microfabrication of free-standing La0.7Sr0.3MnO3 (LSMO) microbridges with thicknesses of 10–100 nm. La0.7Sr0.3MnO3

Fig. 24 Ceramic micro holes and micro gears fabricated using soft lithography with different particle sizes. Reproduced with
permission from Ref. [171], © Elsevier Ltd. 2015, and Ref. [172], © WILEY-VCH Verlag GmbH 2000.
Table 3

Summary of patterning techniques used for MEMS fabrication

Technique

Shaping

Micro-injection moulding

Injection, cooling down, ejection, de-binding, sintering

<3

99%

[178]

Micro-electro-phoretic

Deposition of electrically charged particles, sintering

Submicron

99%

[179]

Extrusion

Injection, cooling down, ejection, de-binding, sintering

10

99%

[138]

Soft lithography

Deposition, drying, de-binding, sintering

Submicron

99%

[180]
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Fig. 25

A schematic diagram of etching micromachining.

layers were grown on CaTiO3 and SrTiO3 on top of a
silicon substrate by dry etching. The micro-bridge
pattern was first obtained using UV photo-lithography
and etched by the ion beam. Next, it was etched using
reactive ion (RIE) of SF6 gas. The width of the
micro-bridges was 2 and 4 μm while the length was
50–200 μm. The technique is quite popular to develop
also moulds for ceramic micro-fabrication and other
materials. However, it has also been used to pattern
ceramic templates. Piezoelectric ceramic materials
have been extensively patterned using a range of
etching techniques. Lead zirconate titanate has been a
favourite material for various actuation and sensing
products such as PZT high-frequency ultrasound
transducers as it exhibits low noise, large output signals,

and high-frequency operation [184]. Figure 26 shows
the top surface and cross-section of PZT etched layer.
It can be noted that the surfaces of the samples were
uniform and smooth, which confirms that the
resolution of etched samples generally outperforms
other ceramic microfabrication techniques.
3.3.2 Micro-electrical discharge machining
Micro-electrical discharge machining (µEDM) is used
to create a wide range of complex shapes. In this
process, µEDM machine creates an electrical discharge
(the spark) between a workpiece and the electrode to
electrically erode the sample, as shown in Fig. 27.
There are three processes of micro EDM techniques;
hole boring, micro wired EDM, and shaped working

Fig. 26 SEM images of PZT ceramic layer after 7 h etching: (a) top surface, (b) cross section. Reproduced with permission
from Ref. [184], © Elsevier Ltd and Techna Group S.r.l. 2015.
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3.3.3 Laser micro-machining

Fig. 27 Schematic diagram of micro-electrical discharge
machining (µEDM).

electrode [185]. In hole boring, the electrode is
consumed during the process, and hence it is
compensated until achieving the required micro
features [185,186]. In micro-wire EDM, the electrode
is a wire that is drawn continuously during the process
to erode the workpiece. The process can produce
accurate 3D micro-features of metalwork [187,188].
One of the process limitations is the heat-affected zone
of the eroding tool, which degrades the mechanical
properties of the affected area [189]. In addition, the
process is not suitable for non-conductive materials.
Therefore, it is not a popular technique to cut ceramic
materials. A conductive silicon carbide seems to be the
only ceramic that has been processed using µEDM.
Silicon carbide is one of the popular ceramic materials
that have many applications. However, it is quite
challenging to cut SiC using conventional machining
as it has low fracture toughness. Therefore, µEDM
offers excellent potentials to machine this material at
the micro-level. The operational parameters such as
voltage, and threshold on the properties of the sample
such as material removal rate, surface roughness, tool
wear, radial overcut, and residual stresses can be
optimised [190]. Other ceramic materials such as ZrO2,
Si3N4, and AlN have been micro-machined using EDM
by coating the samples with a conductive layer,
assisting electrode, on the surface of the workpiece
[191]. The high-energy consumption is one of the issues
of cutting non-conductive materials using a conductive
coating to break the air gap between the two electrodes.
The pulse generator approach is another technique to
adjust the voltage of the EDM. It uses an EDM
assistant synchronisation servo electrode to cut
non-conductive ceramic materials such as Si3N4 [192].

Laser micro-machining (LMM), also known as laser
ablation, is a technique that utilises a laser beam to
pattern micro features on the substrate as depicted in
Fig. 28. The foremost benefit of laser micromachining
is its suitability to pattern various types of materials.
Similar to the micro-EDM technique, LMM can be
applied only to thermally conductive materials [193].
Different laser types can be used to process ceramics
such as microsecond (Co2 and Nd:YAG) and excimer
lasers. A range of ceramic materials has been processed
using laser micro-machining such as alumina, silicon
nitride, and aluminium nitride. Devices fabricated
using this process include integrated circuits, sensors,
micro-cavity structures, transducers, and detectors.
Pulsed lasers are the most favourable type in creating
patterns in ceramics because they can be well
controlled when compared with continuous mode.
Laser absorption is the interaction between the laser
radiation and the samples, which is a critical
phenomenon of the process. It depends on the
characteristics of ceramic materials, for instance, the
reflection coefficient and the laser wavelength. In
addition, the angle between the laser beam and the
ceramic surface also affects the laser absorption.
Thermal conductivity of ceramics is typically small
when compared to metals. Hence, radiation absorption
is faster to be converted to heat energy which affects
both depths of cavity and machining time. Patterning
or ablation is being carried when the applied energy
becomes more significant than the material ablation
minimum energy. Laser patterning of ceramic materials
is generally challenging because of the significant
scattering of most of ceramics within the wavelength
of the applied laser. Therefore, a combination of short
wavelengths and pulses are typically implemented
to achieve high-quality patterns. The process also may

Fig. 28

Schematic diagram of laser micromachining.
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exhibit a heat-affected zone which degrades material
properties [194–196].
Gai et al. [197] studied the influence of scanning
velocity and laser pulse energy of a femtosecond laser
on the surface quality of silicon carbide. It was found
that smooth surface roughness can be achieved at or
near the material threshold and that well-defined
features can be achieved by several combinations of
pulse energies and scanning velocities. Nedialkov et al.
[198] investigated the use of nanosecond Nd:YAG laser
on several ceramic materials such as silicon nitride,
aluminium nitride, and alumina using different laser
wavelengths. It was concluded that infrared wavelength
helped to achieve the best material removal rate.
High-quality micro holes of silicon nitride were
achieved with respect to the roundness and developed

debris when compared to aluminium nitride, and
alumina whereas Kim et al. [199] created micro-holes
with a diameter of 100 μm. Kacar et al. [200] studied
the effects of Nd:YAG laser power and the duration of
the pulse on hole formation drilled on the alumina
substrate. Hole crater and exit diameters show a linear
proportion when varying the electron power and the
duration of the pulse. However, the diameters of the
entrance of the hole do not follow the linear trend
relationship with the power and the duration of the
pulse. This is because the re-solidified materials at the
hole entrance are subjected to a higher power and
longer pulse duration, which creates a significant
material and hence a smaller hole as shown in Fig. 29.
A summary table of the subtraction technique is shown
in Table 4.

Fig. 29 Optical micro-graphs of holes fabricated using (i) different laser power and (ii) different durations. The first row is the
entrance hole while the second row is the exit hole. Reproduced with permission from Ref. [200], © Elsevier B.V. 2008.
Table 4

Summary of subtracting techniques used for MEMS fabrication

Technique

Substracting

Materials

Reference

Etching

Wet, chemical, and physical etching

Conducitive and non-conductive

[201]

Micro-electrical discharge
machining

An electrical discharge to erode

Mainly conductive, for non-conductive use of
(conductive coatings, pulsing)

[190]

Laser micro machning

A laser beam to pattern

Thermally conductive

[193]
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Future outlook

The review shows that there is an existing need for
complementary ceramic MEMS fabrication techniques
that can be carried out without the need for a
cleanroom, multiple processing steps, and complex
equipment. In addition, there is also a need for on-site
and rapid production of free-standing 3D ceramic
MEMS with complex shapes. The growing demand for
AM technologies, the availability, and low cost of 3D
printers, their materials and accessories have triggered
AM expansion in wide range applications. As a result,
the global market of AM was $1.4 billion in 2010, and
it is valued to reach $9 billion in 2019 while it is
expected to jump to $35 billion in 2024 (see Fig. 30)
[202,203]. There are also significant technical, economic,
and environmental benefits of using AM over the
traditional micro-fabrication. However, research in
using AM of MEMS has not sufficiently matured when
compared to the conventional micro-fabrication of
ceramic materials, which are relatively well established.
Most additive manufacturing technologies are at
their early developmental stages to be real ceramic
micro-fabrication techniques. Techniques such as two
photons and micro-stereolithography showed a great
promise to ceramic microfabrication in terms of
maturity and capability while other AM processes such
as fused deposition modelling, inkjet printing, and sheet
lamination are still lacking. While FDM technology
triggered the first wave of awareness and popularity of
3D printing, FDM has not yet fulfilled the required
range of technical needs such as surface roughness
and the ability to produce micro-features with an
adequate resolution for MEMS industries. The poor
properties of the FDM printed objects are due to

Fig. 30 Revenue growth of AM worldwide from 2010 to
2024.

several factors such as the poor adhesion between
layers, porosity, or microstructural defects [204]. On
the other hand, the roughness is influenced by the layer
thickness and the building direction. It is also
attributed to the stair-stepping effect, which is caused
by the build-up layers. The aforementioned issues can
be improved by implementing appropriate postprocessing steps. However, post-processing has not yet
explored for ceramic micro-fabrication using AM.
Figure 31 shows a comparison in the number of
publications using micro-stereolithography, two photons,
micro injection moulding, deep reactive ion etching, and
soft lithography over the last 20 years. The figure
shows that two photons and microstereolithography are
the most researched and well established for ceramic
MEMS development. This is attributed to the fine
resolution, material diversity, and the surface roughness
which satisfy the requirement of many ceramic MEMS
applications. The accuracy and high resolution of
micro-stereolithography are attributed to the concept of
UV wavelength, which ranges from 10 to 100 nm.
There are still a number of additional challenges that
need to address in order to realise a wider adoption of
AM. For example, the adhesion of the printed ceramic
materials to the typical MEMS substrates such as Si,
glass, and SiO2 needs to be studied, and solutions need
to be developed to integrate the 3D printed structures
into MEMS devices and to directly print ceramic
materials on different wafers.

Fig. 31 Number of published papers using microstereolithography, two photons, micro injection moulding,
deep reactive ion etching, soft lithography over the last 20
years.

www.springer.com/journal/40145

J Adv Ceram 2021, 10(1): 1–27

5

21

[6]

Conclusions

This paper provided an overview of the state of the art in
additive micro-fabrication of ceramic MEMS. The review
showed that the advancement in micro-fabrication
technologies had been significantly expanding with the
introduction of additive manufacturing that enabled
rapid and accurate printing of ceramic micro-components.
Recently, additive manufacturing has shown a considerable
potential to fabricate ceramic MEMS. Applications
such as micro-cellular structures for catalyst bed,
scaffolds, and micro-sensors have been successfully
developed using AM. In particular, AM has managed
to transform conventional ceramic foam to more
controlled porosity, pore size, and surface area microcellular structures. Vat polymerisation, two photons,
and micro-stereolithography have been widely investigated
to fabricate ceramic micro-components, while proof of
concept studies was found for sheet lamination and
material jetting. Conventional techniques such as microinjection moulding, etching, laser micro-machining,
and micro-electrical discharge machining are on a slow
decline to ceramic MEMS community. On the other
hand, there is less interest in using electro-phoretic
deposition and extrusion for ceramic micro-fabrication.
This is possible because of the geometrical restrictions
and need of multi-step production system to achieve
the final structures. The review shows that although
AM has successfully developed ceramic MEMS, the
technique is still facing technical and regulatory
challenges. In particular, inherited issues such as
internal defects, post-processing, surface roughness,
resolution, quality control, and materials recycling as
well as printing ceramic on wafers need to be investigated
by both additive manufacturing MEMS communities.
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